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DETAILED ACTION 
Response to Amendment 

1 . This office action is in response to amendment /reconsideration filed on 
01/28/2008, ttie amendment/reconsideration lias been considered. Claims 8, 13, 21, 34, 
39 and 43 have been amended and claim 48 have been newly added, therefore claims 
8-24 and 34-48 are pending for examination, the rejection cited as stated below. 

Response to Arguments 

2. Examiner maintains the rejection of claim 13 under 35 U.S.C 1 12 second 
paragraph as it is Examiner's concern that using future tense in a claim language and 
further describing the limitation in a conditional manner without suggesting the 
alternating or parallel condition against first condition makes the claim language vague 
and indefinite, for instance claiming access to the subnet will occur " implies the 
limitation may occur or may not occur which raises the question what if this limitation 
may not occur. 

3. Applicant's arguments filed on 01/28/2008 have been fully considered but they 
are not deemed to be persuasive. In the remarks, applicant argued in substance that 

(a) Prior art Chung and Yuasa does not teach the limitations of claim 8 and 34 
as "advertising ... by each of the plurality of associated processor nodes, that the 
plurality of associated processor nodes comprise a network path to the virtual 
subnet, the plurality of associated processor nodes being free of physical 
connections to the virtual subnet" or "delivering data packets that include a 
destination address associated with the virtual subnet." 
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As to point (a) Examiner respectfully disagree and suggest that advertising the 
address on network is merely a known factor of any network device broadcasts 
the address on network, as disclosed in Chung Fig. 5 SI, S2 and Sn are the 
virtual address of serverl , Server2 and Server "n" respectively and therefore any 
path associated with these virtual address can be interpret as virtual path or 
subnet and giving the limitation to its broadest interpretation there is no physical 
connection between the virtual address of SI and the primary IP address of 
Server 1 and therefore we can argue that it is free of physical connection to the 
virtual subnet or path. 

(b) Prior art does not teach the limitation of claim 13 as "arbitrating ... to 
determine said second processor node through which access to the subnet will 
occur". 

As to point (b) Examiner respectfully disagrees and cites Findlay, Fig. 13B, Col. 6, 
lines 35-36 and lines 54-56, where arbitration process is disclosed among 
plurality of server and it is to demonstrate that server arbitration or exclusive 
access is well known in the art and electing the server via arbitration among peer 
servers can be first second third and so on, and teachings can be applied to any 
computer related network environment to modify the invention. 

(c) Prior art does not teaches the limitation of claim 39 as "a second one of 
the processor nodes wins arbitration for access to the cluster on behalf of a 
network." 
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As to point (c) it is merely an election of server via arbitration which is already 
discussed in point (b) above. 

(d) Prior art does not teach the limitation of claim 20 as "passing the 
configured data packet to a remote procedure, said remote procedure for passing 
data across a high speed communications interface between processor nodes of 
a cluster" or "issuing said remote procedure such that the configured data packet 
is delivered to the destination processor node in a manner free of being 
reconfigured". 

As to point (d) Examiner respectfully disagrees and suggest Chung discloses, a 
dispatcher which has software modules or instructions to handle incoming and 
outgoing packets and further when request packet is destined for the ghost IP 
address which can be interpret as virtual subnet address via dispatcher and 
place back onto the same network interface for delivery to one or more servers, 
where subnet or communication path (can be ATM or fiber optic which are well 
known in the art) and any future packet can bypass the dispatcher using ICPM 
which means there is no more reconfiguration required for details see Chung, 
Col.8, lines 15-25). 

(e) Prior art does not teach the limitation of claim 43 as "receiving a first 
configuration of data packet from one processor and delivering to the second 
processor "without" changing the configuration." 

As to point (e) Examiner would like to refer back to point (d) where dispatcher 
sends the packet to ghost IP address and placed back onto the same network to 
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deliver tlie pacl<et to one or more servers and after updating ttie routing table all 
future packets by pass the dispatcher and packet is directly send to destination 
server. 

4. Any remark, which is not in claimed language, is not being considered by 
Examiner. 

Claim Rejections - 35 USC § 112 

5. The following is a quotation of the second paragraph of 35 U.S.C. 112: 

The specification shall conclude with one or more claims particularly pointing out and distinctly 
claiming the subject matter which the applicant regards as his invention. 

6. Claim 13 is rejected under 35 U.S.C 1 12 second paragraph as being indefinite 
for failing to particularly point out and distinctly claim the subject matter which applicant 
regards as the invention. 

7. I©late' 13 recite, "arbitrating, by the plurality of other processor nodes" it is not 
clear what other plurality of nodes applicant is referring to. Is this plurality of nodes 
same as disclosed in preamble of the claim or there are other plurality of nodes in 
addition to the one disclosed in preamble. Appropriate correction is required. 

Claim Rejections - 35 USC § 102 

8. The following is a quotation of the appropriate paragraphs of 35 U.S.C. 102 that 
form the basis for the rejections under this section made in this Office action: 

A person shall be entitled to a patent unless - 

(b) the invention was patented or described in a printed publication in this or a foreign country or in public 
use or on sale in this country, more than one year prior to the date of application for patent in the United 
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9. Claims 43-44 and 47-48 are rejected under 35 U.S.C. 102(b) as being 
anticipated by Attanasio etal. (Patent No.: Us 5,371,852), liereinafter "Attanasio". 

10. As to claim 43, Attanasio discloses, computer system, comprising: 

a plurality of processor nodes, forming a cluster, each of the processor nodes 
coupled to a computer network (Attanasio, Fig.2, Col. 6, lines 19-24, where nodes-105- 
108 forms a cluster and are connected to 1 10 interconnect); 

a first one of the processor nodes executing a first receiver application for 
receiving data packets issued across the computer network by a client application 
(Attanasio, Fig.2, Col. 6, lines 28-31, where any incoming packet from outer network 
comes to gateway-109 which is a first processor) and for configuring a received data 
packet in a first configuration such that the data packet is serviceable by a first high 
level application running on the first one of the processor nodes (Attanasio, Fig.2, Col.7, 
lines 49-56, where gateway 109 process the incoming packet and sends it to the right 
communication port); 

a second one of the processor nodes servicing data packets (Attanasio, Fig.2, 
Element-105-108, where any of these nodes is a second node), the second one of the 
processor nodes executing a second receiver application (Attanasio, Fig.2, Col.7, lines 
49-56, where gateway 109 routs the packet to second node and it is inherent that 
packet will be further processed by the second node); and 

a high speed communications interface for passing packets of information between the 
plurality of processor nodes forming the cluster (Attanasio, Fig.2, Col.7, lines 14-16, 
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where interconnect-1 10 is a tiigii speed communication linl< use to passing pacl<et to 
cluster nodes), the high speed communications interface (Attanasio, Fig.2, Col. 7, lines 
16-24, where high speed communication is disclosed e.g. token ring, Ethernet etc.) 
receiving the first configuration of the data packet from the first one of the processor 
nodes (Attanasio, Fig.2, Col. 6, lines 28-31, where any incoming packet from outer 
network comes to gateway-109 which is a first processor) and delivering the first 
configuration of data packet to the second one of the plurality of processor nodes 
without changing the configuration (Attanasio, Fig.2, Col. 7, lines 49-56, where gateway 
109 routs the packet to second node, such that the data packet is serviced by a high 
level application running on the second one of the processor nodes (Attanasio, Fig.2, 
Col. 7, lines 49-56, where gateway 109 routes the packet to second node and it is 
inherent that packet will be further processed by the second node). 

11. As to claim 44, Attanasio discloses, the computer system, further comprises first 
Mbuf data structure for storing the first configuration of the received data packet 
(Attanasio, Col. 1 1 , lines 45-51 , where data is stored in buffer), said first Mbuf data 
structure being a queue (Attanasio, Col.1 1 , lines 56-61 , where data stored in buffer 
means it is in the queue) for providing the received data packet to the first high level 
application (Attanasio, Col.1 1, lines 55-61, where data is processed by the program). 

12. As to claim 47, Attanasio discloses, the computer system, wherein each 
processor node of the plurality of processor nodes is running the Digital Unix operating 
system (Attanasio, Col. 18, lines 58-61, where UNIX operating system is disclosed). 
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1 3. As to claim 48, Attanasio discloses, wherein each of the processor nodes 
exchanges packets using a data structure that has an identical configuration among the 
processor node (Attanasio, Abstract, where matching switch table can be interpret as 
data structure which is used to match the incoming and outgoing messages according 
to the routing requirements. 

14. The following is a quotation of the appropriate paragraphs of 35 U.S.C. 102(e) 
that form the basis for the rejections under this section made in this Office action: 

A person shall be entitled to a patent unless - 

(e) the invention was described in (1) an application for patent, published under section 122(b), by 
another filed in the United States before the Invention by the applicant for patent or (2) a patent 
granted on an application for patent by another filed In the United States before the invention by the 
applicant for patent, except that an International application filed under the treaty defined in section 
351 (a) shall have the effects for purposes of this subsection of an application filed In the United States 
only If the International application designated the United States and was published under Article 21(2) 
of such treaty In the English language. 

1 5. Claim 43-44 and 47-48 are rejected under 35 U.S.C. 102(e) as being anticipated 
by Chung et al. (Patent No.: US 6470389 B1), hereinafter "Chung". 

16. As to claim 43, Chung discloses, computer system, comprising: 

a plurality of processor nodes, forming a cluster, each of the processor nodes 
coupled to a computer network (Chung, Col. 8, lines 3-5, where LAN is a computer 
network and cluster is plurality of processor nodes connected to LAN); 

a first one of the processor nodes executing a first receiver application for 
receiving data packets issued across the computer network by a client application 
(Chung, Col. 7, lines 64-67, where router receives the incoming packet across the 
network and process it) and for configuring a received data packet in a first 
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configuration sucli tliat tlie data pacl^et is serviceable by a first liigli level application 
running on the first one of the processor nodes (Chung, Col. 7, lines 64-67, where 
dispatcher is the first node and execute the routing table for appropriate routing and 
passes it to upper layers for further processing if needed); 

a second one of the processor nodes servicing data packets, the second one of 
the processor nodes executing a second receiver application (Chung, Col. 9, lines 2-11); 
and 

a high speed communications interface for passing packets of information between the 
plurality of processor nodes forming the cluster (Chung, Col. 7, lines 1-15, where server 
54-2 processes the packet), the high speed communications interface (Chung, Col. 9, 
lines 11-14, where LAN is a high speed communication interface) receiving the first 
configuration of the data packet from the first one of the processor nodes and delivering 
it to the second one of the plurality of processor nodes without changing the 
configuration (Chung, Col. 7, lines 64-67 and Col. 8, lines 1-15, where dispatcher 
receives the packet from the router which execute the routing table for appropriate 
routing and dispatcher passes it to appropriate node), such that the data packet is 
serviced by a high level application running on the second one of the processor nodes 
(Chung, Col. 8, lines 1-15, where server 54-2 further processes the packet). 

1 7. As to claim 44, Chung discloses, the computer system, further comprises first 
Mbuf data structure for storing the first configuration of the received data packet, said 
first Mbuf data structure being a queue for providing the received data packet to the first 
high level application (Chung, Col. 8, lines 1-7, where first Mbuf data structure is 
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equivalent to first pacl<et received at dispatclier in first configuration and dispatclier 
applies the hash function upon which the packet is routed to the first high level 

application server for processing). 

18. As to claim 47, Chung discloses, the computer system, wherein each processor 
node of the plurality of processor nodes is running the Digital Unix operating system 

(Chung, Col.4, lines 25-28). 

1 9. As to claim 48, Chung discloses, wherein each of the processor nodes 
exchanges packets using a data structure that has an identical configuration among the 
processor node (Chung, Col. 8, lines 15-25, where by passing dispatcher by using 
updated table/data structure to get to destination server means using the updated table 
which has the identical routing information for all future packet. 

Claim Rejections - 35 USC § 103 

20. The following is a quotation of 35 U.S.C. 103(a) which forms the basis for all 

obviousness rejections set forth in this Office action: 

(a) A patent may not be obtained though the invention is not identically disclosed or described as set 
forth in section 102 of this title, if the differences between the subject matter sought to be patented and 
the prior art are such that the subject matter as a whole would have been obvious at the time the 
invention was made to a person having ordinary skill in the art to which said subject matter pertains. 
Patentability shall not be negatived by the manner in which the invention was made. 

21. Claims 8-10 and 34-36 are rejected under 35 U.S.C. 103(a) as being 
unpatentable over Chung in view of Yuasa et al. (Patent No.: US 6.085.238). hereinafter 
"Yuasa". 
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22. As to claim 8, Cliung discloses, advertising on the computer network (Chung, 
Abstract, where any device on network advertises/broadcasts), by each of the plurality 
of associated processor nodes (Fig. 5, Col. 8, lines 21-25), that the plurality of associated 
processor nodes comprise a network path to the subnet (Fig.4, Col. 8, lines 54-57, 
where cluster of SI , S2 to S(n) can be interpret as subnet in a network and all nodes 
are connected to network), the plurality of associated processor nodes being free of 
physical connections to the subnet (Col.8, lines 57-59, where all the cluster server uses 
their ghost IP but has no physical connection tied to the primary IP address/); 

determining, by the plurality of network routers, a routing path to the subnet 
(Col.8, lines 59-60, where router looks for related ghost IP), the routing path including 
the plurality of associated processor nodes (Col.8, lines 59-60, router routes the packet 
to relative server cluster); and 

delivering data packets that include a destination address associated with the 
subnet (Col.8, lines 60-63), to one of the associated processor nodes via one of the 
network routers that has a physical connection to the associated processor node (Col.8, 
lines 62-64, where router and cluster are connected through LAN 56). 

Fonwarding the packets to another associated processor node using a data 
structure that is used by all associated processor nodes in the virtual subnet, the data 
structure having the same configuration for all such associated processor nodes 
(Chung, Col.8, lines 15-25, where ICMP message direct the router to update the routing 
table which is data structure and future packets by passing dispatcher and go directly to 
destination server can be interpret as forwarding the packets to another associated 
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processor node which uses the same routing table as all associated server. Chung's 
ghost IP address can be interpreted as virtual subnet). 

Chung however is silent on explicitly disclosing, a virtual subnet. Yuasa however 
discloses, virtual subnet based on logically defined protocol addresses independent of 
physical wiring (Yuasa, Col. 6, lines 31-39, where virtual subnet is disclosed in a logical 
way and further subnet and virtual subnets are well known terms in the art to 
incorporate into computer network environment in various capacity e.g. VPN). 

Therefore, it would have been obvious to one ordinary skilled in the art at the 
time the invention was made to combine the teaching of Chung with the teachings of 
Yuasa in order to prioritize network traffic with respect to associated processing with in 
the same virtual subnet in case of a node failure. 

23. As to claim 34, Chung discloses, a computer system, comprising: 

a plurality of processor nodes, associated with a virtual subnet (Col.7, line 66, 
where cluster is a virtual subnet and within cluster there are more than one servers), 
each of the processor nodes advertising themselves as a network route to the virtual 
subnet (Col.7, line 66, where all the server in clusters are interconnected and inherently 
broadcasting over the network and Col. 8, lines 54-56, where all server has tied to single 
IP which is interpreted as network path), each of the plurality of processor nodes having 
a virtual connection to the subnet (Fig.2, Col.5, lines 49-52, Col.6, lines 19-22, where 
broadcasting is advertising and lines 60-61, where cluster is subnet and cluster is made 
of plurality of nodes); 
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a plurality of network routers (Col. 5, lines 50-51), comprising a network coupled 
to each of the plurality of processor nodes, each of the network routers developing a 
map database indicating a network route to the subnet based upon the processor nodes 
advertising (Col. 5, lines 49-51 , where router obviously keeps a routing table and 
periodically updates it) ; and 

a plurality of CPUs, a different one included in each node of the plurality of 
processor nodes, for executing an application that effectuates the advertising by the 
processor nodes as network routes to the subnet (Fig.2, Col. 5, lines 49-50 and Col. 6, 
lines 19-22, where advertising is to give announce the availability based on the status is 
same as broadcasting which tell the status of the server as if it is functional or non- 
functional) and 

wherein one of the processor nodes forwards a packet to another processor 
associated with the virtual subnet using a data structure that is use by all of the 
processor nodes associated with the virtual subnet, the data structure having the same 
configuration for all processor nodes associated with the virtual subnet (Chung, Col. 8, 
lines 15-25, where ICMP message direct the router to update the routing table which is 
data structure and future packets by passing dispatcher and go directly to destination 
server can be interpret as forwarding the packets to another associated processor node 
which uses the same routing table as all associated server. Chung's ghost IP address 
can be interpreted as virtual subnet). 

Chung however is silent on explicitly disclosing, a virtual subnet. Yuasa however 
discloses, virtual subnet based on logically defined protocol addresses independent of 



Application/Control Number: 10/677,584 Page 14 

Art Unit: 2152 

physical wiring side by side to a pliysical subnets (Yuasa, Col. 6, lines 31-39, where 
virtual subnet is disclosed in a logical way). 

Therefore, it would have been obvious to one ordinary skilled in the art at the 
time the invention was made to combine the teaching of Chung with the teachings of 
Yuasa in order to prioritize network traffic with respect to associated processing with in 
the same virtual subnet in case of a node failure. 

24. As to claim 9, Chung and Yuasa discloses, the method for arranging a plurality of 
associated processor nodes in a subnet, wherein said network router splits the delivery 
of the plurality of data packets equally among the plurality of associated processor 
nodes (Chung, Col.4, lines 24-28). Chung however is silent on explicitly disclosing, a 
virtual subnet. Yuasa however discloses virtual subnet based on logically defined 
protocol addresses independent of physical wiring (Yuasa, Col. 6, lines 31-39, where 
virtual subnet is disclosed in a logical way). 

Therefore, it would have been obvious to one ordinary skilled in the art at the 
time the invention was made to combine the teaching of Chung with the teachings of 
Yuasa in order to prioritize network traffic with respect to associated processing with in 
the same virtual subnet in case of a node failure. 

25. As to claim 10, Chung and Yuasa discloses, the method for arranging a plurality 
of associated processor nodes in a virtual subnet, wherein each of the plurality of 
associated processor nodes is running the Digital UNIX operating system (Chung, 
Col.4, lines 25-27). 
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26. As to claim 35, Cliung and Yuasa disclose the invention substantially as in parent 
claim 39, including, a client processor node, for executing a client application that issues 
a data packet to an address of a processor node within the virtual subnet (Col.7, lines 
39-40, where client sends the data packet to cluster's IP address and cluster is a virtual 
subnet); and 

one network router(Chung, Fig.4,Col.7, line 44), of the plurality of network 
routers, having a physical connection to at least one processor node of the plurality of 
processor nodes associated with the subnet (Chung, Fig.4, Col.7, lines 40-45, where 
dispatcher is connected to l_AN-56 which is connected to cluster/virtual network has a 
processor node as server-1) , the one network router imposing a bit mask on network 
addresses to form respective subnet addresses (Col.7, lines 64-67, where dispatcher 
applies a hash function to send the packet to correct server within the cluster subnet). 
Chung however is silent on explicitly disclosing, a virtual subnet. Yuasa however 
discloses virtual subnet based on logically defined protocol addresses independent of 
physical wiring (Yuasa, Col. 6, lines 31-39, where virtual subnet is disclosed in a logical 
way). 

Therefore, it would have been obvious to one ordinary skilled in the art at the 
time the invention was made to combine the teaching of Chung with the teachings of 
Yuasa in order to prioritize network traffic with respect to associated processing with in 
the same virtual subnet in case of a node failure. 
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27. As to claim 36, Ctiung and Yuasa disclose the invention substantially as in parent 
claim 39, including, wherein each of the plurality of processor nodes is running The 
Digital Unix operating system (Chung, Col.4, lines 25-28). 

28. Claims 13-19 and 39 are rejected under 35 U.S.C. 103(a) as being unpatentable 
over Chung in view of Findlav et al. (Patent No.: US 6.163.853 B1). hereinafter 

"Find lav". 

29. As to claim 13, Chung discloses, identifying that the first processor node has 
stopped functioning Col.7, lines 5-9, obviously when server fails clients looses the 
communication and that is just one way to identify the failed processor); and 

assigning an address, associated with the first processor node, to a second 
processor node in response to said identification that the first processor node has 
stopped functioning (Col.7, line 5-12, where clients are redirected to the second server 
and redirection can be reassigning the first server/processor address to second 
server/processor), such that data packets addressed to the first processor node will be 
redirected to the second processor node (Col.7, lines 5-12, where all clients gets 
redirected to second server/processor). 

Chung however is silent on explicitly disclosing, "arbitrating by the plurality of 
other processor nodes, to determine said second processor node through which access 
to the subnet will occur" or "determining that the first processor node is the processor 
node through which all accesses occur to said subnet". 
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Findlay however discloses, arbitrating by tlie plurality of other processor nodes, 
to determine said second processor node through which access to the subnet will occur 
(Findlay, Fig. 13B, Col. 6, lines 54-65, where arbitration is disclosed among plurality of 
servers/processors and upon election of a processor node processing is done through 
the elected processor for all the application as specified by time duration or job duration 
and since concept of arbitration among peer nodes is to elect a processor by 
associating the election processor to certain attributes e.g. power processing, load 
balancing etc. and therefore can be incorporated into any network application) and 
"determining that the first processor node is the processor node through which all 
accesses occur to said subnet" (Findlay, Fig. 13B, Col. 6, lines 54-65, where concept of 
arbitration is disclosed which implies upon election of a processor node processing is 
done through the elected processor for all the application as specified by time duration 
or job duration and since concept of arbitration among peer nodes is to elect a 
processor by associating the election processor to certain attributes e.g. power 
processing, load balancing etc. and therefore can be incorporated into any network 
application). 

Therefore it would have been obvious to one ordinary skilled in the art at the time 
the invention was made to combine the teachings of Chung with the teachings of 
Findlay in order to provide a system for monitoring a status condition of a first server 
with a second server in a server network, and also providing synchronization and 
messaging between the two servers and provide a fail over protection in a clustering 
environment. 
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30. As to claim 39, Cliung discloses, a plurality of processor nodes, each including a 
network interface module for connecting to a computer network, the processor nodes 
being coupled together to form a cluster (Chung, Fig.2, block-200, Col.5, lines 60-63); 

a first one of the processor nodes executing a cluster management application 
for monitoring the processor nodes (Col. 7, lines 62-63, where dispatcher is the first 
node loaded with management software) to determine ones of the processor nodes that 
are non-functioning and for identifying the non-functioning processor nodes to the other 
processor nodes (Col. 7, lines 5-12, where failed server is replaced with non-failed 
server). 

Chung however is silent of explicitly disclosing, "a second one of the processor 
nodes allocating an address, associated with at least one of the non-functioning 
processor nodes, to the associated network interface module" or "a second one of the 
processor nodes wins arbitration for access to the cluster on behalf of a network". 

Findlay however discloses, a second one of the processor nodes allocating an 
address, associated with at least one of the non-functioning processor nodes, to the 
associated network interface module (Findlay, Col.2, lines 35-53, where resource 
affiliation changes from primary server to secondary or backup server and this 
remapping is transparent to clients) or "a second one of the processor nodes wins 
arbitration for access to the cluster on behalf of a network" (Findlay, Fig. 13B, Col. 6, 
lines 54-65, where concept of arbitration is disclosed which implies at least one of the 
nodes among the peer nodes will be elected and that node can be interpret as first. 
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second or third node and since tiiis node is elected via arbitration tlierefore it will act as 
on behalf of all associated networked nodes). 

Therefore it would have been obvious to one ordinary skilled in the art at the time 
the invention was made to combine the teachings of Chung with the teachings of 
Findlay in order to provide a system for monitoring a status condition of a first server 
with a second server in a server network, and also providing synchronization and 
messaging between the two servers and provide a fail over protection in a cluster 
environment. 

31 . As to claim 14, Chung and Findlay disclose the invention substantially as in 
parent claim 13 above, including, in response to said identifying step identifying that the 
first processor node has stopped functioning, issuing a message, from a cluster 
management application associated with a cluster to which the first processor node 
belongs, to a plurality of other processor nodes within that cluster (Chung, Col.4, 37-42, 
where IP addresses in the access log contains the status of servers in the cluster also 
all servers tied of one virtual IP address against which they respond, therefore servers 
will know the status of participating servers in the cluster); and 

arbitrating, by the plurality of other processor nodes of the cluster, to determine 
said second processor node that will receive the data packets issued to the first 
processor node (Findlay, Col.6, lines 54-65, where server address arbitration is 
disclosed). 
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32. As to claim 15, Ctiung and Findlay disclose the invention substantially as in 
parent claim 13 above, including, assigning, by the second processor node, a network 
layer address associated with the first processor node to the second processor node 
such that the data packets issued to the first processor node will be received by the 
second processor node (Chung, Col.4, lines 42-44, where address is assigned to the 
processor node and Col. 7, lines 5-12, after failing of first server addresses are 
reassigned so clients can redirected to the new server in the cluster). 

33. As to claim 16, Chung and Findlay disclose the invention substantially as in 
parent claim 13 above, including, de-assigning, by the second processor node, the 
network layer address associated with the first processor node after a predetermined 
amount of time has expired (Col. 7, lines 5-12, where dispatcher detects the server 
failure which is first processor node, dispatcher applies the rehashed function" where 
one of the hashing element is predetermined time expiration". After rehashing 
dispatcher reroutes/de-assigns the client connection to the non-failed/second processor 
node server meaning client has established the connection with the non-failed sever, 
"second processor node" and future packets will be automatically go to non-failed server 
because of rehashed entry in dispatcher for this particular client). 

34. As to claim 17, Chung and Findlay disclose the invention substantially as in 
parent claim 13 above, including, a period of time for a network router, coupled to the 
first and second processor nodes, to identify that the first processor node has stopped 



Application/Control Number: 10/677,584 Page 21 

Art Unit: 2152 

functioning (Col. 7, lines 5-9, where broadcasting means routed waits for node's reply for 
certain time and no reply means node has stopped functioning). 

35. As to claim 18, Chung and Findlay disclose the invention substantially as in 
parent claim 13 above, including, wherein the network router is prevented from sending 
any data packets to the first processor node after the predetermined period of time has 
expired (Col. 7, lines 5-12, where dispatcher detects the server failure which is first 
processor node and dispatcher applies the rehashed function" where one of the hashing 
element is predetermined time expiration". After rehashing dispatcher reroutes the client 
connection to the non-failed server). 

36. As to claim 19, Chung and Findlay disclose the invention substantially as in 
parent claim 13 above, including, the method for preventing retransmission of data 
packets issued to a first processor node that has stopped functioning (Col. 7, line 8-9), 
wherein the first and second processor nodes are executing the Digital UNIX operating 
system (Col.4, lines 25-28). 

37. Claim 20-21 and 24. are rejected under 35 U.S.C 103(a) as being unpatentable 
over Chung in view of Kapoor et al. (Patent Number: 5682534). hereinafter "Kapoor". 

38. As to claim 20, Chung discloses, a method for delivering a received data packet 
from a receiving processor node to a destination processor node (Col.7, lines 63-67), 
including the steps of: 
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configuring, by tlie receiving processor node, tlie received data pacl<et in a 
predetermined configuration to form a configured data pacl<et (Col. 7, lines 62-63), said 
configuration being used by an application executing on the receiving processor node 
(Col.7, lines 62-67 and Col.8, lines 1-3); 

issuing said remote procedure such that the configured data packet is delivered 
to the destination processor node in a manner free of being reconfigured (Col.8, lines 7- 
1 1 , where node performs the final processing on the packet and sends it back to client 
directly by passing the dispatcher and since there is tcp/ip connection already 
established therefore no hashing is required). 

Chung does not disclose, issuing a RPC to deliver packet. However, Kapoor 
discloses, binding protocols using RPC to deliver packet in a distributed processing 
environment (Col.1, lines 30-40). 

Therefore it would have been obvious to one ordinary skilled in the art at the time 
the invention was made to combine the teachings of Chung with the teachings of 
Kapoor in order to support the integrity of connection between nodes so data can get 
transfer without any loss. 

39. As to claim 21 , Chung and Kapoor disclose the invention substantially as in 
parent claim 20, including, wherein the configured data packet is stored in an Mbuf data 
structure, said Mbuf data structure being a queue for providing received data packets to 
said application enabling said data packets to be serviced by said application (Chung, 
Col.8, lines 1-7, where "first Mbuf data structure" is the first packet received at 
dispatcher in first configuration before dispatcher applies the hash function, after hash 
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function applied it is to decide and route tlie pacl^et to first liigli level application server 
for processing), and wherein each of the processor node and the destination processor 
node uses data structure that has an identical configuration (Chung, Col.8, lines 15-25, 
where ICMP message direct the router to update the routing table which is data 
structure and future packets by passing dispatcher and go directly to destination server 
can be interpret as forwarding the packets to another associated processor node which 
uses the same routing table as all associated server. Chung's ghost IP address can be 
interpreted as virtual subnet). 

40. As to claim 24, Chung and Kapoor disclose the invention substantially as in 
parent claim 21 , including, wherein each of the processor nodes of the cluster is running 
the Digital UNIX operating system (Chung, Col.4, lines 25-28). 

41. Claims 22-23. are rejected under 35 U.S.C 103(a) as unpatentable over Chung 
and Kapoor as applied to claim 20-21 and 24 above in view of Gavman (Patent No.: US 
6256673 B1). hereinafter "Gavman". 

42. As to claim 22, Chung and Kapoor disclose the invention substantially as in 
parent claim 21 . However, Chung and Kapoor are silent on network is based on Gigabit 
Ethernet interface. However, Gayman teaches, a method, wherein said high-speed 
communications interface is a Gigabit Ethernet interface (Gayman, Fig.4, Col. 5, lines 
62-63). 

Therefore, it would have been obvious to one ordinary skilled in the art at the 
time the invention was made to combine the teachings of Chung and Kapoor with the 
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teachings of Gayman in order to transfer big image or database tables on tlie fly at 
client's request in a corporate environment. 

43. As to claim 23, Chung and Kapoor disclose, the invention substantially as in 
parent claim 21 . Chung and Kapoor however are silent on, wherein said high-speed 
communications interface is an ATM interface. However, Gayman discloses, wherein 
said high-speed communications interface is an ATM interface (Gayman, Fig.4, Col.5, 
lines 60-61). 

Therefore, it would have been obvious to one ordinary skilled in the art at the 
time the invention was made to combine the teachings of Chung and Kapoor with the 
teachings of Gayman in order to transfer big image or database tables on the fly at 
client's request in a corporate environment. 

44. Claims 1 1 and 37 are rejected under 35 U.S.C 103(a) as being unpatentable 
over Chung and Yuasa as applied to claims 8.9. 13-19. 34-36. above in view of Tosev 
et al (Patent Number: 5913921). hereinafter "Tosev". 

45. As to claim 1 1 , Chung and Yuasa disclose the invention substantially as in parent 
claim 8. However, Chung and Yuasa are silent on explicitly disclosing, OSPF routing 
protocol. However, Tosey teaches, using the OSPF IP routing protocol to advertise the 
network path (Tosey, Col.2, lines 1-3). 

Therefore, it would have been obvious to one ordinary skilled in the art at the 
time the invention was made to combine the teachings of Chung and Yuasa with the 
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teachings of Tosey in order to provide undisruptive service in case of any cluster server 
failure, to clients where clients are running critical applications off the servers. 

46. As to claim 37, Chung and Yuasa discloses the invention substantially, including, 
the application that effectuates the advertising by the processor nodes as network 
routes to the virtual subnet (Chung, Col. 10, lines 37-39, where broadcasting detects the 
status of the cluster server within the cluster and where cluster is a virtual subnet). 
However, Chung and Yuasa are silent on using OSPF protocol for advertising purpose. 
However, Tosey teaches, using OSPF protocol in the computer system, wherein the 
application that effectuates the advertising by the processor nodes as network routes to 
the virtual subnet implements the OSPF IP routing protocol (Tosey, Col.2, lines 1-3, 
where advertising means updating the status of nodes over the network, which router 
records in its routing table). 

Therefore, it would have been obvious to one ordinary skilled in the art at the 
time the invention was made to combine the teachings of Chung and Yuasa with the 
teachings of Tosey in order to provide undisruptive service in case of any cluster server 
failure, to clients where clients are running critical applications off the servers. 

47. Claims 12 and 38 are rejected under 35 U.S.C 103(a) as being unpatentable 
over Chung and Yuasa in view of Bhaskaran (Patent Number: 5963540). hereinafter 
"Bhaskaran-540". 

48. As to claim 12, Chung and Yuasa disclose the invention substantially as in claim 
8, including, using the ICMP routing protocol to advertise the network path (Chung, 
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Col.8, lines 20-23). However, Cliung and Yuasa are silent on using RIP IP for 
advertising over the network path. However, Bhaskaran-540 teaches using RIP IP 
protocol to advertise the network path to the virtual subnet (Bhaskaran-540, Col.1, lines 
55-57, where servers uses RIP IP for broadcasting to detect each other's status). 

Therefore, it would have been obvious to one ordinary skilled in the art at the 
time the invention was made to combine the teachings of Chung with teachings of 
Bhaskaran-540 in order to provide the clients undisruptive service in case of node 
failure in server cluster where clients running critical applications off the servers. 

49. As to claim 38, Chung and Yuasa disclose the invention substantially as in parent 
claims 34. However, Chung and Yuasa are silent on the computer system, using RIP IP 
to advertise over the network. Bhaskaran-540 teaches, wherein the application that 
effectuates the advertising by the processor nodes as network routes to the virtual 
subnet implements the RIP IP routing protocol (Bhaskaran-540, Col.1, lines 55-57, 
where servers uses RIP protocol to advertise their status over the network). 

Therefore, it would have been obvious to one ordinary skilled in the art at the 
time the invention was made to combine the teachings of Chung with teachings of 
Bhaskaran-540 in order to provide the clients undisruptive service in case of node 
failure in server cluster where clients running critical applications off the servers. 

50. Claims 40-42 are reiected under 35 U.S.C 103(a) as being unpatentable over 
Chung and Findlav in view of Bhaskaran (Patent No.: US 6266335 B1). hereinafter 
"Bhaskaran. 
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51 . As to claim 40, Chung and Findlay disclose the invention substantially as in 
parent claim 39. However, Chung and Findlay are silent on, network router queries the 
non-functioning node for a predetermined period of time. Bhaskaran teaches, at least 
one network router, coupling the processor nodes to the computer network, each 
network router continuing to query the non-functioning processor nodes for a 
predetermined period of time, the predetermined period of time being a routing failover 
delay (Bhaskaran, Col. 8, lines 40-58, where network flow switch keeps monitoring the 
status of failing server and once the failing server becomes available it detects it, so 
predetermined time could be the time until non-functional node becomes available). 

Therefore, it would have been obvious to one ordinary skilled in the art at the 
time the invention was made to combine the teachings of Chung and Findlay with the 
teachings of Bhaskaran in order to provide enhanced customer service in e-commerce 
environment. 

52. As to claim 41 , Chung, Findlay and Bhaskaran discloses the invention 
substantially as in parent claim 40, including, the computer system, wherein the second 
one of the processor nodes de-allocates the address from the associated network 
interface module after the routing failover delay has expired (Bhaskaran, Col. 8, lines 40- 
58, where explained how primary and secondary servers interchangeable exchange 
addresses/places in case of any failover among them). 



Application/Control Number: 10/677,584 Page 28 

Art Unit: 2152 

53. As to claim 42, Ctiung and Findlay and Bliasl<aran disclose the invention 
substantially as in parent claim 39 above, including, wherein each of the processor 
nodes is running The Digital Unix operating system (Chung, Col.4, lines 25-28). 

54. Claims 45-46 are rejected under 35 U.S.C 103(a) as being unpatentable over 
Chung in view of Gavman. 

55. As to claim 45, Chung discloses the invention substantially as in parent claim 43. 
However Chung is silent on high speed network being Gigabit Ethernet network. 
Gayman teaches, the computer system, wherein the high speed communications 
interface is a Gigabit Ethernet interface (Fig. 4, Col. 5, lines 62-63). 

Therefore, it would have been obvious to one ordinary skilled in the art at the 
time the invention was made to combine the teachings of Chung with the teachings of 
Gayman in order to transfer big image or database tables on the fly at client's request in 
corporate environment. 

56. As to claim 46, Chung and Gayman disclose the invention substantially as in 
parent claim 43, including, the computer system, wherein the high-speed 
communications interface is an ATM interface (Gayman, Fig.4, Col.5, lines 60-61). 

57. Examiner's Note: Examiner has cited particular columns and line numbers in the 
references, as applied to the claims above for the convenience of the applicant. 

Although the specified citations are representative of the teachings of the art and are 
applied to the specific limitations within the individual claim, other passages and figures 
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may apply as well. It is respectfully requested from the applicant in preparing 
responses, to fully consider the references in its entirety as potentially teaching of all or 
part of the claimed invention, as well as the context. 

Conclusion 

THIS ACTION IS MADE FINAL. Applicant is reminded of the extension of time 
policy as set forth in 37 CFR 1.136(a). 

A shortened statutory period for reply to this final action is set to expire THREE 
MONTHS from the mailing date of this action. In the event a first reply is filed within 
TWO MONTHS of the mailing date of this final action and the advisory action is not 
mailed until after the end of the THREE-MONTH shortened statutory period, then the 
shortened statutory period will expire on the date the advisory action is mailed, and any 
extension fee pursuant to 37 CFR 1.136(a) will be calculated from the mailing date of 
the advisory action. In no event, however, will the statutory period for reply expire later 
than SIX MONTHS from the mailing date of this final action. 

Any inquiry concerning this communication or earlier communications from the 
examiner should be directed to TAUQIR HUSSAIN whose telephone number is 
(571)270-1247. The examiner can normally be reached on 7:30 AM to 5:00 PM. 

If attempts to reach the examiner by telephone are unsuccessful, the examiner's 
supervisor, Bunjob Jaroenchonwanit can be reached on 571 272 3913. The fax phone 
number for the organization where this application or proceeding is assigned is 571- 
273-8300. 
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Information regarding tlie status of an application may be obtained from the 
Patent Application Information Retrieval (PAIR) system. Status information for 
published applications may be obtained from either Private PAIR or Public PAIR. 
Status information for unpublished applications is available through Private PAIR only. 
For more information about the PAIR system, see http://pair-direct.uspto.gov. Should 
you have questions on access to the Private PAIR system, contact the Electronic 
Business Center (EBC) at 866-217-9197 (toll-free)? If you would like assistance from a 
USPTO Customer Service Representative or access to the automated information 
system, call 800-786-9199 (IN USA OR CANADA) or 571-272-1000. 



/T. H. / 

Examiner, Art Unit 2152 
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Supervisory Patent Examiner, Art Unit 2152 



